


The advantages of the induction technology

Control
Great versatility and accurate control are

peculiar  features of induction  cooking.
The nine possible power settings (with additional
Powerboost options) offer a wide spectrum of
possibilities, ranging from simple food heat
maintenance to an incredible net available power
compared to other cooking systems.

High speed & great efficiency

Boiling time for 2 litres of water

Induction hob

Security

The principle of induction cooking is absolutely
safe. The surface of the hob is heated only
by pot contact and reaches no searing
temperatures. Moreover, the simple act of
removing the pot automatically shuts off the
hob. The sophisticated electronic of Foster hobs
completes their equipment in terms of security
systems thanks to Pot Detector, Overflow
Detector, Automatic Power-Off and Safety Lock.

Cleaning

The cooking area is activated only on the surface
directly in contact with the saucepan; the rest
of the cooking area remains cool, which means
that over-spilled food will not burn and will not
produce unpleasant deposits that are difficult
to remove. Cleaning is so simple and fast and
hygiene is perfect.

Power )
absorption Net power Yield
Gashob | 1820w | 1000w | 55%
Induction hob‘ 1,100W \ 1,000W \ 90%

Foster Bridge technology

uniformly over the enlarged area.

Features of Foster Bridge technology

The new hobs with Bridge function allow to associate two zones
forming a single extended cooking zone for pots of large size,
or for more than one cooking simultaneously, with maximum
flexibility in pot positioning. With the additional Double Booster
feature provided by all Bridge hobs, the exceptional 3700 W
power can be concentrated on a single plate or made available

The innovative rectangular shape of Bridge induction plates provides maximum efficiency over the entire cooking area. The possibility of dosing
the entire power on individual plates or on the whole surface, allows the best performances both with pots of large and small size. Activation of
the Bridge function is intuitive and straightforward: the entire area is then managed with a single Slider command.

Power control

Enables power setting between
2.8Kw - 7.2Kw. Once the maximum
power is set, Foster induction
hob will indicates the possible
limitations, allowing to choose how
to allocate the available energy.
The hob can be easily reprogrammed
at any time to modify or remove the
power limit.

Powerboost
Foster induction hobs are equipped

with  Booster function [P], when
activated, intense power is directed
to the particular cooking zone for ten
minutes.

Pot detector

@ Al induction cooker hobs detect
the pot resting on them, this system
allows energy to be used even more
efficiently and safely.

e KW )
2,8+7,2

End-of-cooking programming

All operations are programmed by
means of the touch-control on the
glass itself. Each cooking zone is
independently programmable.

)

Timer

On several models a further timer,
independent from the end-of-cooking
function, is available

Slider control operation

The Slider control allows for extremely
quick temperature setting: with a light
touch of the finger you may select the
desired power level on the TOUCH

display.

Useful function that allows you to
temporary stop your cooking without
the need to restore your setting.

I I Pause

Smart Fan System

Correct ventilation is essential for
the induction hob to function at
its optimum. The Foster system
automatically regulates the amount
of ventilation to suit the temperatures

reached.

Full Safety System

All electric cooker hobs feature the
most modern and sophisticated safety
protections: Centralized power-off
function; Child-proof safety lock;
Residual heat warning lights.
Induction models feature the following
functions: Safety System that turn
off the hob in the absence of the pot;
Overflow detector that automatically
turns off the plate in case of liquid
overflow; Automatic deactivation
to prevent accidents caused by
forgetfulness.
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MILANO AIR

Built-in Induction Hob with Integrated Hood
AB3511.73912450
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(1 Technical Drawings

Cut-out dimension: 810(W) x 500(D)
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@ [Foster #= BUILT-IN INDUCTION HOB WITH INTEGRATED HOOD

= Finish . Black glass ceramic

= Material

Induction Hob Features

= 9 Power setting per zone

= Powerboost function

* Power control function

= Electronic programing

= Double bridge function

= Touch control

= End-of-cooking programing

= Smart fan system

Full Safety System

= Centralised power-off, child
safety lock, residual heat
indicator, overflow detector,
pot detector, automatic
deactivation

Technical data
= Max power
2 Front plates
2 Rear plates
2 Bridge zones : 3,700W

1 7,400W

*Powerboost

= Power supply
Single-phase  : 230V ~1P+N
Two-phase 1 400V ~2P+N
Frequency : 50-60Hz

* Power rating  : 30Amp

. Eurokera® glass

Suction Hood Features
= Air flow rate : 1,200 md/h
= Touch control
= Electronic programming
= 6 suction speeds
(4+2 intensive modes)
= 2 Washable grease filters
= Regenerable carbon filter
= Automatic delayed shutdown
= Filter cleaning alarm
= Recycling feature optional
= Energy class: A++

: @ 160mm 1,200 (1,600)"W
: @ 200mm 2,300 (3,000)"W

= Dimension(mm) : 860(W) x 530(L)

Cut-out(mm)
= Duct height

: 810(W) x 500(L)
: min820 - max975

Space saving

The installation of the Foster Milano Air hob
is easy and flexible. The shape of the hood
leaves ample space under the cabinet,
allowing to install two spacious drawers. The
motor, which is installed on the ground under
the cabinet’s floor, can be rotated in order
to facilitate the air extraction in the suitable
direction.

*Terms and condiitions apply. While stocks last. All offers do not include installation.



S4000 ID840

Built-in Induction Hob
AB3111.73302410

2A(PIDI(
Il
Features

= Material: Eurokera® Glass

= 9 Power setting per zone

= Powerboost function

= Power control function
Maximum power can be selected among the
following values: 2,800W, 3,500W, 6,000W,
6,600W

= Electronic programing

= Slider command

= Touch control

= Pause function

= End-of-cooking programing

= Smart fan system

Full Safety System

= Centralised power-off, child safety lock,
residual heat indicator, overflow detector,
pot detector, automatic deactivation

Technical data

|I|III|
g .

= Max power : 6,600 W
Left @ 240mm 2,200 (3,000)* W
Center : @ 145mm 1,200 (1,600)* W
Right : @ 210mm 1,500 (2,000)* W
* Power boost

= Power supply
Single-phase  : 230V ~1P+N
Two-phase : 400V ~2P+N
Frequency . 50-60Hz

= Power rating  : 30Amp
= Dimension(mm) : 840(W) x 350(L)
Cut-out(mm)  : 810(W) x 330(L)

(1 Technical Drawings

BUILT-IN HOBS

S4000 ID4

Built-in Induction Hob
AB3011.73722410

+A(PIDI)
Il
Features

= Material: Eurokera® Glass

= 9 Power setting per zone

= Powerboost function

= Power control function
Maximum power can be selected among the
following values: 2,800W, 3,500W, 6,000W,
7,200W

= Electronic programing

= Touch control

= Pause function

= End-of-cooking programing

= Smart fan system

Full Safety System

= Centralised power-off, child safety lock,
residual heat indicator, overflow detector,
pot detector, automatic deactivation

Technical data

= Max power : 7,200 W
Left : @ 210mm 1,500 (2,000)* W
Left rear : @ 145mm 1,200 (1,600)* W
Right : @ 145mm 1,200 (1,600)* W
Right rear : @ 210mm 1,500 (2,000 W

* Power boost
= Power supply

Single-phase  : 230V ~1P+N
Two-phase : 400V ~2P+N
Frequency : 50-60Hz

= Power rating  : 30Amp
= Dimension(mm) : 590(W) x 520(L)

Foster =

R10 840

350

Cut-out (mm)  : 560(W) x 490(L)
R10 590
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*Terms and condiitions apply. While stocks last. All offers do not include installation.

IMPORTED
FROM
ITALY

PN

19




20

IMPORTED
FROM
ITALY

BUILT-IN HOBS

$1000 ID4

Built-in Induction Hob
AB3411.73703000

+A(PIDI)
Il
Features

= Material: Eurokera® glass

= 9 Power setting per zone

= Powerboost function

= Power control function
Maximum power can be selected among the
following values: 2,800W, 3,500W, 6,000W,
7,200W

= Electronic programing

= Touch control

= Pause function

= End-of-cooking programing

= Smart fan system

Full Safety System

= Centralised power-off, child safety lock,
residual heat indicator, overflow detector,
pot detector, automatic deactivation

Technical data
= Max power :7,200W

Left : @ 210mm 1,500 (2,000)*W
Left rear 1 @ 145mm 1,200 (1,600)*W
Right : @ 145mm 1,200 (1,600)*W
Right rear  : @ 210mm 1,500 (2,000)*"W

* Power boost
= Power supply

Single-phase  : 230V ~1P+N
Two-phase 1 400V ~2P+N
Frequency 1 50-60Hz

= Power rating : 30Amp

= Dimension(mm) : 580(W) x 510(L)
Cut-out(mm)  : 560(W) x 490(L)

(1 Technical Drawings

R10

HL 4VC

Built-in Ceramic Hob
AB2011.73530000

Features

= Material: Eurokera® glass
= 9 Power setting per zone
= Multiple zones

* Halogen plates

= High-light

= Touch control

Safety

= Safety lock

= Residual heat indicators

Technical data
= Max power : 6,400W

Left : @140 mm - 1,200W
Left rear 1 @210/120 mm - 2,200/750W
Right : @ 140mm - 1,200W

Rightrear  : @ 180mm - 1,800W
= Power supply : 220-240V 50-60Hz
= Power rating  : 30Amp
= Dimension(mm) : 580(W) x 510(L)
Cut-out(mm)  : 560(W) x 490(L)

©
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*Terms and condlitions apply. While stocks last. All offers do not include installation.



BUILT-IN

MODULAR HOBS

S4000 ID

Built-in Induction Hob
AB3411.73703000

GOGHE

Features
= Material: SCHOTT CERAN® Glass
= 9 Power setting per zone
* Powerboost function
= Touch control
= Independent timer
= End-of-cooking programing
= Smart fan system
Full Safety System
= Centralised power-off, child safety lock,
residual heat indicator, overflow detector,
pot detector, automatic deactivation
Technical data
= Max power : 3,000W
1 Cooking zone : @ 250mm - 2,300 (3,000)* W
* Powerboost
= Power supply : 230V 50-60Hz
* Power rating  : 15Amp
= Dimension(mm) : 380(W) x 520(L)
Cut-out(mm)  : 350(W) x 490(L)

(1 Technical Drawings

BUILT-IN MODULAR HOBS

$1000 21D

Built-in Induction Hob
AB3311.73223000

FPIOMR@

Features
= Material: Eurokera® Glass
= 9 Power setting per zone
= Powerboost function
= Touch control
= End-of-cooking programing
= Smart fan system
Full Safety System
= Centralised power-off, child safety lock,
residual heat indicator, overflow detector,
pot detector, automatic deactivation
Technical data

= Max power : 3,700W
Front : @ 160mm 1,400W (1,400)*W
Rear : @ 250mm 2,300W (3,000)*W

* Power boost

= Power supply : 230V 50-60Hz

Foster =
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HL 2VC

Built-in Modular Ceramic Hob
AB2111.73510000
Features
= Material: Eurokera® glass
= 9 Power setting per zone
= Multiple zones
= Halogen plates
= High-light
= Touch control
Safety
= Safety lock
= Residual heat indicators

Technical data

= Max power :2,900W
Front 1 @ 140mm 1,200W
Rear 1 @ 180mm 1,700W

: @ 120mm 700W

= Power supply : 220-240V 50-60Hz

= Power rating  : 15Amp

= Dimension(mm) : 288(W) x 510(L)
Cut-out(mm)  : 270(W) x 490(L)

380

520

= Power rating  : 15Amp
= Dimension(mm) : 290(W) x 510(L)
Cut-out(mm)  : 270(W) x 490(L)
290
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*Terms and condiitions apply. While stocks last. All offers do not include installation.
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Volcanic Stone
FL1G AI1TR AL S4000 TIP IS 2 DG GRILL
Built-in Modular Gas Hob Built-in Modular Teppanyaki Hob Built-in Modular Grill Hob
AB1411.72040320 AB4011.73254450 AB5011.73260000

Features
* Finish: Stainless steel AISI 304 brushed ® | E |
= Cast iron grids

Features
!I||I!| I I @ ® Finish: Stainless steel AISI 304 brushed base

= 7 Power setting

* Enamelled burner covers Features = Cast iron grid
= SABAF® burner = Finish: Steel surface = Supplied with 1.6 KG of volcanic stone
" LPG = 9 Power setting per zone Technical data
* ELECTRIC IGNITION = Electronic programing = Max power : 2,500W
= Triple ring burner . 5.0 Kw = Touch control = Power supply : 230V 50-60 Hz
Safety * 2 Independent cooking areas = Power rating  : 15Amp
= Safety valves with ultra-rapid thermocouples = 2 Slider commands = Dimension(mm) : 380(W) x 520(L)
Technical data * 2 Independent timers Cut-out(mm)  : 360(W) x 500(L)
= Dimension(mm) : 353(W) x 513(L) * Pause function

Cut-out(mm)  : 320(W) x 480(L) * Smart fan system

= Electronic temperature control from
120° to 220°C

Full Safety System

= Centralised power-off, child safety lock,
residual heat indicator, overflow detector,
pot detector, automatic deactivation

Technical data

= Max power . 2,800W
2 Cooking zone : 2x 1,400W

= Power supply : 230V 50-60 Hz

= Power rating  : 15Amp

= Dimension(mm) : 380(W) x 520(L)
Cut-out(mm)  : 360(W) x 490(L)
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*Terms and condiitions apply. While stocks last. All offers do not include installation.




GAS HOBS

High functionality meets professional performance in an energy
saving package. Combining high-end technology and materials
together with design, Foster offers a wide range of built-in and
custom-sized hobs. Foster cooker hobs are made from AISI 304
stainless steel in a variety of finishes.




Foster =

High efficiency and —
environmental friendly Il Serie (669%)

Il Serie (55%)
Foster cooker hobs feature highly efficient energy saving

burners that consume 20 to 25 percent less gas compared
to traditional hobs.

Generated heat

Gas consumption

Burners

7| High Efficiency burners (AE): %, | Dual burners: from 300W to 5,000W
%,I \\5 5,000W and 25% gas saving 7@ Z| An innovative and versatile burner, with triple crown ignited
W1 Al Foster products are engineered to reduce gas consumption; independently by a single knob. Power delivery ranges from
the Alta Efficienza (high efficiency) burners have a maximum 300W to 5000W.
efficiency rate of 69% and the DUAL AE burner reaches a
maximum power of 5,000W.

Safety in the kitchen

Foster’s ultra-rapid thermocouples make burners even safer while minimizing ignition time.

Safe cooking Ultra-flat
All Foster gas hobs are equipped with safety valves, shutting off gas flow  Design meets functionality in the ultra-flat models. Elegant grids form a
should flames be accidentally extinguished. generously sized overall surface.

Grids

Foster hobs are equipped with cast-iron grids, an ideal material due to the manifold properties characterising it: high heat capacity that improves cooking
performance; high weight and stability that improve safety; sturdiness that preserves the hob’s original aspect over time; easy cleaning.

Pure Elegance Practicality
The cone-shaped hobs raise up from the surface, evoking the power of fire. A deep and inclined containing area cradles the burners and cast-iron
The grids surmount the burners, leaving the hobs surface “free”. grids, which form a continuous workable surface. The inclination of the

containing area’s edge, makes it very easy to clean, also in corners.
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S4000 5G Al 1TR AL

Built-in Stainless Steel Gas Hob
AB1311.72570320

Features

= Finish: Stainless steel AISI 304 brushed
= Cast iron grids

= Enamelled burner covers

= SABAF® burner

=LPG

= ELECTRIC IGNITION

= Left triple Ring 1 5.0 Kw
Rear central 1 3.0 Kw
Front right/ rear right : 1.75 Kw
Central front 1.1 Kw

Safety

= Safety valves
with ultra-rapid thermocouples
Technical data
= Dimension(mm) : 920(W) x 520(L)
Cut-out(mm)  : 860(W) x 480(L)

'l [©
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[* Technical Drawings

BUILT-IN GAS HOBS

CRISTAL 2G Al 2TR AL
Built-in Gas Hob
AB0011.70336420
Features
* Finish: Frameless tempered glass
= Cast iron pan support
* Enamelled burner covers
= DEFENDI® burner
" LPG
* ELECTRIC IGNITION
= 2x triple ring burner : 5.0 Kw

Safety

= Auto lock

= Safety valves

Technical data

= Dimension(mm) : 860(W) x 446(L)
Cut-out(mm)  : 810(W) x 400(L)

©)
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*Terms and condlitions apply. While stocks last. All offers do not include installation.




BUILT-IN GAS HOBS

Foster =

IMPORTED
FROM

ITALY
RN
FL 3G Al 2TR AL FL 2G Al 2TR AL
Built-in Gas Hob Built-in Gas Hob
AB1111.72020320 AB1211.72030320
Features Features
= Finish: Stainless steel AISI 304 brushed = Finish: Stainless steel AISI 304 brushed
= Cast iron grids = Cast iron grids
= Enamelled burner covers = Enamelled burner covers
= SABAF® burner = SABAF® burner
=LPG =LPG
= ELECTRIC IGNITION = ELECTRIC IGNITION
= 2x triple ring burner : 5.0 Kw = 2x triple ring burner : 5.0 Kw
1x semi-rapid burner : 1.75 Kw Safety
Safety = Safety valves
= Safety valves with ultra-rapid thermocouples
with ultra-rapid thermocouples Technical data
Technical data = Dimension(mm) : 760(W) x 500(L)
= Dimension(mm) : 860(W) x 500(L) Cut-out(mm)  : 740(W) x 480(L)
Cut-out(mm)  : 840(W) x 480(L)
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*Terms and condlitions apply. While stocks last. All offers do not include installation.




